GANDIABLASCO

Colchonetas y cojines. Cushions & pillows
Especificaciones técnicas. Technical specifications

Gandia Blasco Group

composicion peso Martindale solidez colores a la luz resistencia al fuego simbolos
composition weight abrasion resistance colour lightfastness flame resistance symbols
gr/m? ciclos/cycles
NAUTICA
GEMINI 90% vinyl +10% PES 660 150.000 ISO 105 B0O2 UNE 1021 parts 1-2 - UNE 23727-90 M2 - B) BENECKE-KALIKO
@AE 2 >6 (scale 1-8) CALTB 117 section | - NFPA-260 class | - ¢ #* G Ho
IMO A-652
SILVERTEX 100% vinyl + base 100% PES 683 >100.000 ISO 105 B0O2 UNE 1021 parts 1-2 - UNE 23727-90 M2 -
Hi-Loft >7 (scale 1-8) CALTB 117 section | - NFPA-260 class | -
WAE&BQ IMO A-652
SLING Hilo de poliéster de alta 470 15.000 ISO 105 B0O4 CAL TB 117 section | - NFPA-260 class | ﬁbrella
AR XK tenacidad recubierto con PVC 7-8 (scale 1-8) * {b
e hilo acrilico tefiido en masa.
High tenacity polyester yarn
PVC coated and solution dyed
acrylic yarn
SOFT
ATLAS PLAIN 100% PES 596 100.000 ISO 105 BO2 CAL TB 117 section | JOVER
AR A ® G 7 (scale 1-8) vesne 1955
¢ % e o
DUO / DOLCE 90% vinyl +10% PES 371 60.000 ISO 105 B0O4 UNE 1021 part 1 - CAL TB 117 section | crevin
A 2R ® 26 (scale 1-8) NFPA-260 class | - BS5852 source 0 * G
SOLIDS / NATTE 100% acrilico tefiido en masa. 270/ 280 15.000 - 25.000 ISO 105 BO4 CAL TB 117 section | - NFPA-260 class | ?u‘ﬂbrella
AR AR 100% solution dyed acrylic according colour 7-8 [scale 1-8) _
* o
AGORA PANAMA / 100% acrilico tefiido en masa. 260/ 280 15.000 ISO 105 B0O4 CAL TB 117 section | - NFPA-260 class | Sruvarextil.
AGORA LISO 100% solution dyed acrylic 7-8 [scale 1-8) #* Go
AR A F
WARM
ZORI 98% Sunbrella acrilico/acrylic + 540 37.000 ISO 105 B0O4 CAL TB 117 section | - NFPA-260 class | - Ehbrella
AR AR 2% otros/others 4-5 [scale 1-5] NF EN 1021-1 non-ignition ,
] ¢ * U
PATIO 100% Trevira CS 683 50.000 ISO 105 BO4 CAL TB 117 section | - UNI 9175 1IM - kvadrat
FARA® 6-7 (scale 1-8) BS 5852 Crib 5 - EN1021-1/2 - i 1o
DIN 4102 BI - IMO FTP Code 2010 Part 8 - ¢ i
BS 5852 part 1 ignition source 0
BORA BORA 82% PP +18% PES 660 >100.000 ISO 105 BO4 UNE 1021 parts 1-2 - BS5852 sources 0 -1 - crevin
AR R®E® 26 (scale 1-8) CAL TB 117 section | - NFPA-260 class | - * o

IMO A-652



